
SECTION  2     MEMBRANES PRODUCT SERIES 

LP Series : Low Pressure Compound RO Membrane Element 
Having the properties of low-pressure, high permeated flow and excellent desalination performance, LP membrane 
series is mainly applicable to brackish water desalination. Furthermore, with the excellent properties in removing 
soluble salts, TOC and SiO2, it is particularly applicable to preparation of high-purity water for electronic and electrical 
power industries. 

BW Series: Brackish Water RO Membrane Element 

Brackish water reverse osmosis membrane elements provide consistent, outstanding system performance in light 
industrial applications.  Used in industrial water demineralization, production of municipal drinking water, water 
reuse. The element may be cleaned over a wide pH range (pH 1 – 13) for the most effective cleaning. This element 
features the thickest feed spacer (34 mil) available in the industry today to lessen the impact of fouling as well as a 
fiber glassed shell, which is recommended for systems with multiple-element housings containing three or more 
membranes, as they are designed to withstand higher pressure drops. 
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SECTION  3    PRODUCT PARAMETERS 

Project Parameters 

Model eZee-LP-8040 eZee-BW-8040

Effective membrane area ft2 (m2) 400 (37) 400 (37) 

Operating pressure psi (Mpa) 150 (1.05) 225 (1.55) 

Average yield GDP (m3/d) 12000 (45) 11000 (41) 

Salt rejection (%) 99.9999 99.9999 

Recovery rate (%) 15 15 

Max.operating pressure psi (Mpa) 600 (4.2) 600 (4.2) 

Max. inflow temperature (C) 45 45 

Max. inflow SDI 5 5 

Max. water flow GPM (m3/h) 80 (18) 80 (18) 

Free chlorine concentration < 0.1 < 0.1 

Continuous running water pH range 3-10 3-10 

Chemical cleaning water pH range 2-11 2-11 

Max. single membrane element pressure drop 15 (0.1) 15 (0.1) 

Standard A B C 

8040 1016.0 (40.0) 29.0 (1.1) 201 (7.9) 




