
DESCRIPTION 

 ACB 2222 is a liquid chemical based on polyphosphates, phosphonate, dispersants, 

sequestration agents and amine based inhibitor.  

 ACB 2222 is nontoxic, environmental friendly product. It is having the chelating agent which 

help is removing the Ca & Mg scale very slowly; while dispersant keep all the insoluble scale in 

dispersed form by making it non adherent which can easily be removed through bottom blow 

down. Once the scale is removed the inhibitor part forms the protective coating on the metal 

surface and result in passivation. 

APPLICATION

ACB 2222 is a multifunctional liquid product used for corrosion and scale forming prevention 

in low, medium pressure boilers, also in heating systems.  ACB 2222 has the following 

properties: 

 includes sequestration agent which forms a stable, water – soluble polymetallic complex with

metal ions including heavy metals;

 removes scale slowly without effecting the boiler metallurgy;

 combines hardness salts preventing the formation of hard carbonaceous scales;

 Because of a high efficient dispersant boiler is maintained in a scale and sludge-free

condition. Dispersant incorporated in ACB 2222 is particularly well suited to keep precipitated

calcium and magnesium salts in suspension and in a free flowing form suitable for removal

via the blow-down;

 limits introduction of free caustic alkalinity and consequently reduces the risk of caustic

embrittlement;

 Form protective mono molecular film on metal surface.

ADVANTAGES 

 effective scale control remover

 effective dispersant for iron oxide;

 low concentration of phosphates;

 liquid multifunctional product which can be fed directly from the drums;

 safe and easy to handle and use;

 environmental friendly
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PHYSICAL DATA 

Appearance  brown liquid 

Active materials phosphonate, dispersants, sequestration agent, corrosion inhibitor 

Density (at 20°C) 1.45  0.05 

pH  13 

Freezing point - 3°C 

Soluble in water in all proportions 

DOSAGE AND FEEDING 

Correct dosage for boilers depends on the amount of oxygen to be eliminated from feed water, 

the required alkalinity and phosphate adjustments required to achieve the necessary 

parameters. 

Dosage range for heating systems is from 50g/m3 to 200g/m3 calculated upon make-up water. 

ACB 2222 should be added continuously via a dosing pump. The product can be injected into 

feed tank or feed line after deaerator (before feed water pump).  

ACB 2222 can be injected directly from its drum or can be diluted with softened water or 

condensate. 

Water treatment control has to be carried out periodically to keep the following parameters at 

the following levels: 

 residue of phosphates (PO4): 5-10 g/m3 

 residue of sulphites (SO3): 3-6 g/ m3 

 other chemical parameters: as indicated in boiler’s manual. 

PACKAGING AND HANDLING 

ACB 2222 is ppackaged in 30 kg, 230 kg plastic drums or 1000 kg containers.

ACB 2222 is strongly acidic product. Therefore, usual precaution measures should be taken for 

such products. Wear appropriate protective clothing, chemical goggles, PVC gloves. 
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