
DESCRIPTION 

ACB 2450 is a blend of two different volatile amines that evaporating with steam 

allows protecting the condensate circuits. One with low distribution ratio protects 

the circuit lines in the beginning.  While the others one a high distribution ratio 

protects the other parts of the circuits. That way neutralizes all carbonic acid that 

forms during the steam condensation from carbonic oxide. 

APPLICATION 

Steam circuits and condensate return circuits, generally made of ordinary steel, 

are very sensitive to corrosion if aggressive steam or condensate passes through 

them. This is always the case when feed water is not enough deaerated and 

alkalinity is high in boiler feed water. All the carbon dioxide formed from the 

decomposition of the bicarbonates and carbonates in the boiler is present at least 

in the vapor phase. This carbon dioxide re-dissolves in the condensate phase 

causing the formation of carbonic acid, which is responsible for the low pH, 

uniform, and rapid attack of the steel pipes. 

ACB 2450 prevents from corrosion of carbonic acid and frequent maintenance of 

circulating condensate return lines. 

ACB 2450 is used in low and medium pressure boilers with length of condensate 

line up to 500 to 800 meters and temperature of steam up to 3500C. 

ADVANTAGES 

 Easy used due to the liquid form;

 Does not increase water salinity;

 Does not form any deposit in the boiler;

 Non-corrosive to copper and copper alloys.
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PHYSICAL DATA 

Appearance light yellow liquid with mild ammonia odour 

Active materials neutralising amines 

Density (at 20°C) 0.97  0,05 

pH  11,0  0,05 

Freezing point -20C 

Soluble in water in all proportions 

DOSAGE AND FEEDING 

ACB 2450 dosage depends on the H2CO3 amount that must be neutralized in 

condensate. Usually the dosage is 1mg/L to every g/m³ of CO2. ACB 2450 can 

be injected directly from the drum or can be diluted with cold water via dosing 

pump and then injected into boiler or feed water tank. This product can be mixed 

with the other alkaline products used for boiler water treatment. 

Adjust pH of condensate to 7.5 - 9. 

PACKAGING AND HANDLING 

ACB 2450 is packaged in 32 kg and 200 kg plastic drums or 1000 kg containers. 

ACB 2450 is strongly alkaline. Therefore, usual precautions for such products 

(goggles - gloves) should be taken.  

Material can burn. Store out of direct sunlight in a cool place. Storage areas 

should be with automatic sprinklers.  

Read Material Safety Data Sheet for detailed handling and storage precautions. 
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