
>>>  Very high surface area characterized by a large proportion 
          of micropores

>>>   High hardness with low dust generation

>>>   Excellent purity, with most products exhibiting no more 
           than 3-5% ash content.

>>>   Renewable and green raw material.
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Mesh Size (ASTM) 8 x 30 Mesh Size (ASTM) 8 x 16

Mesh Size (ASTM) 12 x 40Mesh Size (ASTM) 30 x 60

EZ CSAC high activity granular activated carbon manufactured by steam 
activation of select coconut shell charcoal. Its large micropore volume makes it 
particularly well suited for the removal of low molecular weight organic 
compounds and their chlorinated by-products such as chloroform and other 
trihalomethanes (THMs). It is also ideally suited for the removal of oxidizing 
agents such as chlorine and ozone from water. An important feature of this 
material is its superior mechanical hardness and the extensive dedusting during 
its manufacture ensures an exceptionally clean activated carbon product.
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Mesh Size (ASTM) 6 x 12Mesh Size (ASTM) 12 x 30

Mesh Size (ASTM) 60 x 200 Mesh Size (ASTM) 50 x100

EZ CSACThe very large internal surface areas characterized by 
microporosity along with high hardness and low dust make these coconut 
shell carbons particularly attractive for water and critical air applications as 
well as point-of-use water filters and respirators.

EZ CSAC, as a manufacturer and  f coconut shell based carbons, 
stocks a wide range of high-quality products. In addition to granular forms, we 
have a variety of pelletized grades (3mm, 4mm & 5mm) available for delivery to 
any destination worldwide.
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