
EZ-MB 522 is a resin mixture for direct purification of water.  Consisting of a mixture of a gel Type Strong

Base Anion and Strong Acid Cation for water purifications. Its suitable for ultra-pure water.

 Typical physical & chemical characteristics 

Guaranteed Sales Specification Units OH - Form H + Form 

Polymer Matrix Structure - Gel PolyStyrene Crosslinked with 8% DVB 

Functional Group - anion Cation 

Volume ratio - 40% Cation 60% Anion 

Total Exchange Capacity, min. eq/l 1.15 2.0 

Water Retention Capacity % 48-58 45-50 

Particle Size Distribution - - - 

>1.25 mm max. % 5 5 

<0.40 mm, max % 2 2 

Whole Bead Count, min. % 95 95 

Moisture Content as shipped, max - 65% 

PH Range, Stability - 0-14 

Shipping weight (approx.) - 700-780 g/l (44-46 lb/ft 3 ) 

Operating temperature 

Non-regenerative bed 

Regenerative bed 

- 100°C (212°F) max. 

60°C (140°F) max.  

Ionic conversion, min. % 90 99 
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Product Name: EZ MB 522 
(Mixed Bed Polishing Resin)



Hydraulic Properties

Pressure Drop: The graph above shows the expected 

pressure loss per foot of bed depth as a function of 

flow rate at various Temperatures.

Backwash: After each cycle the resin bed should be

backwashed at a rate that expands the bed 50 to 75

percent. That will remove any foreign matter and

reclassify the bed. The graph above shows the

expansion characteristics of EZ MB 522
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