
eZee LX67 plus is a gel type weak base anion resin with acrylic matrix and higher capacity.

The special matrix ensures it superior feature on organic substances from water or similar other solutions.

eZee LX67 plus is characterized by its strong matrix, high capacity and excellent regeneration efficiency.

The physical thermal stability and strong mechanical strength makes it ideal for many applications, eg. water, sugar, pharmaceutical, chemical 

industries etc.

·Physical and Chemical Characteristics

Matrix Gel type acrylic copolymer

Physical Appearance White-cream spheres

Particle range 0.315-1.25 mm ≥95%

Total capacity(eq/L) ≥1.6

Moisture Content (%) 55-62

Shipping weight (g/ml) 0.67-0.77

Density (g/ml) 1.02-1.12

Whole beads count ≥95%

Uniformity Coefficient ≤1.6

Volume Change (FB to Cl) ≤25%
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Product Description & Applications
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Product Name: eZee LX67 Plus  
(Weak Base Anion Exchange Resin)



Recommended Operating Conditions

Operating temp. max. °C 60（FB）

Operating pH 0 - 6

Min. Bed depth mm 700

Pressure drop max. kPa 150

Operation linear velocity max. m/h 50

Backwash linear velocity Approx. m/h 8-10

Backwash Freeboard vol. % 100

Regenerant NaOH

Co/Counter current regeneration level Approx. g/l 50-80

Co/Counter current regeneration concentration wt. % 2-4

Regeneration linear velocity Approx. m/h 5

Rinse linear velocity Approx. m/h 5

Rinse water requirement(slow/fast) Approx. BV 10-16

·Precautions

Resins should be stored in sealed containers or bags where temperature was above 0℃ in dry conditions without exposure to

direct sunlight.

Do not mix ion exchange resin with strong oxidizing agents; otherwise it will cause violent reactions.

In case of eyes contact with resins, rinse eyes immediately with plenty of water, and consult a specialist.

Material and samples must be disposed according to local regulations.

Dry polymers will expand when become wetted and may cause an exothermic reaction.

Spilled materials may be slippery.
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Spilled materials may be slippery.

eZee LX67 Plus are registered trademarks of  EZ Tech USA

This information is general information and may differ from that based on actual conditions. For more information contact EZ Tech USA directly.




